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EU 0.1ml Optical 4-tube-strip with Single attached cap, Fits Qiagen® Rotor-Gene® systems (72 Rotor)

Order no Description Package Size Price €
B84001 EU 0.1ml Optical 4-tube-strip , natural . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .250 strips, 1000 tubes 69

B85001 EU 0.1ml Optical 4-tube-strip , Tubes are Laser mark-able, natural . . . . . . . . . . . . . .250 strips, 1000 tubes 69

B85001L EU 0.1ml Optical 4-tube-strip , Unique 2D Lasermark coded on caps, natural . . . . . .250 strips, 1000 tubes 78

Related products
Order no Description Package Size Price €
B71931 200 µl Gelloading Tip , natural . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .bag, 1000 34

B71932 200 µl Gelloading Tip , Natural, . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 Racks of 96(768) 49.50

Miscellaneous 10 µl pipette-tip and filer-tip range, for most pipette brands . . . . . . . . . . . . . . . . . .see www.bioplastics.com

F R O M T H E M A N U F A C T U R E R O F S U P E R I O R C O N S U M A B L E S

F R O M T H E M A N U F A C T U R E R S T R A I G H T T O E N D - U S E R

-- DDeess iiggnneedd  tt oo   ppee rr ffoorrmm  DDiiaaggnnooss tt ii cc   qqPPCCRR  aanndd  PPCCRR  rreeaacc tt iioonnss

iinn  vvoolluummeess   ddoowwnn  tt oo  1155  µµ ll

-- FF ii ttss   QQIIAAGGEENN®®  RRoo ttoorr --GGeennee®®  qqPPCCRR   ccyycc llee rrss   

-- WWoorrkkss   wwii tt hh  aa ll ll   ee xx ii ss tt iinngg  ((qq )) PPCCRR  aappppll ii ccaa tt iioonnss   ffoorr   Rotor-Gene® systems
-- MMoorree  ccoonnss ii ss tt eenntt   CCTT  vvaa lluueess   wwhheenn  ccoommppaarreedd  tt oo  oo rr iigg iinnaa ll   QQIIAAGGEENN®®  tt uubbeess

-- 22DD  bbaarrccooddee  tt yyppee   ttuubbeess   hhaass  00..55  CCTT  ddee llaayy  vvaa lluueess   ccoommppaarreedd  tt oo   nnoonn   22DD  ccooddeedd  ttuubbeess

-- AA ll ssoo  aavvaa ii llaabb llee  iinn   llaassee rr   mmaarrkk --aabb llee   mmaattee rr iiaa ll   ffoorr   ccuussttoomm  llaassee rr iinngg  aanndd//oorr   ccoodd iinngg

BB8844000011

FEATURES ADVANTAGES BENEFITS 

Attached Caps Individual closure Minimize cross contamination

Special blend of polypropylene Anti-static tubes Maximum sample recovery

Non binding for biomolecules Low copy detection

Flexible non cracking tubes No loss of sample

Uniform wall thickness Uniform heating Consistent reaction conditions

No risk of cracking No loss of sample

Minimize evaporation Consistent reaction conditions

Frosted writing areas on cap Easy sample identification Traceability of samples

Optimal tube-fit to rotor Better inline position
during cycling

Optimal reaction conditions

Clever design Cap Easy opening and closing “finger” and RSI friendly

Positive position stop /tube Fixed position height in rotor Consistent “reading” conditions

Robust inner tube connection Easy handling no “twisting” No breakage

Angled position of caps Easy sample orientation Traceability of samples

2D barcode on each cap Uniquely coded tubes Full Traceability of samples

€ 69 for 1000 tubes

Budget 

friendly

F o r  D i a g n o s t i c  &  C l i n i c a l  p r o c e d u r e s



HHeeaaddqquuaarrtteerrss::

(R&D and Manufacturing)

BIOplastics BV

Rötscherweg 61

Entrance D

6374 XW  Landgraaf

The Netherlands

Phone: +31 (0)45 533 87 50

Fax: +31 (0)45 533 87 96

Website: www.bioplastics.com

E-mail: info@bioplastics.com

SSuubbssiiddiiaarryy::

BPCTi Inc.

2933 South Miami Blvd.

Suite 121

Durham, NC 27703, USA

Phone: 919 806 8811

Fax: 919 806 2014

Website: www.bpcti.com

E-mail: info@bpcti.com

YYoouurr  llooccaall  ddiissttrriibbuuttoorr::

e x c e l l e n t  p e r f o r m a n c e  a n d  h a n d l i n g

PPrroodduuccttss  aarree  ddeessiiggnneedd  aanndd  mmaannuuffaaccttuurreedd  iinn  tthhee  NNeetthheerrllaannddss..  SSAAMMPPLLEESS  oonn  rreeqquueesstt  aanndd//oorr  ppuurrcchhaassee  wwiitthh  mmoonneeyy  bbaacckk  gguuaarraanntteeee**    
((**  iiff  pprroovveenn  ttoo  bbee  nnoott  wwoorrkkiinngg))  CCoonnttaacctt  yyoouurr  llooccaall  rreepprreesseennttaattiivvee..  All rights reserved. 110100VKC ©BIOplastics BV

i n f o @ b i o p l a s t i c s . c o m          o r d e r @ b i o p l a s t i c s . c o m        w w w . b i o p l a s t i c s . c o m

TTrraaddeemmaarrkkss
((rreeggiisstteerreedd))  TTrraaddeemmaarrkkss  aanndd  OOwwnneerr::    QIAGEN® and Ro tor-Gene® owner  QIAGEN Group,
Opti-Seal BIOplastics (logo), EU, BIOplastics owner BIOplastics BV

Secure closure ring

Optical  reading area

Positive Stop, assures fixed
position in Rotor and uniform 
optical reading position of 
tubes

Indented Injection point minimizes gate vestige
“pins” avoiding pierced gloves and unwanted air
turbulence

Single attached cap, for easy and
secure closures
Avoids evaporation and cross
contamination 

Funnel inlet help and
guides cap into position

Robust inner tube connection for Easy handling and no
“twisting”

Frosted writing areas on cap (B84001)

2D barcode on each cap
Uniquely coded (B85001L) 


